
 INSTRUCTIONS FOR USE

TECHNICAL DEFINITION.
SEMIN UNIVERSAL FILLER & FINISH is an easy-to-
apply multiple function universal filler. 
It can be used for all interior work: to stick, seal, fill, 
level, smooth and make plasterboard joints.

PRECAUTIONS FOR USE.
Do not apply in temperatures < + 5°C and > 
+30°C and relative humidity > 70%

PREPARATION OF SUBSTRATES BEFORE 
APPLICATION.
The substrates must be dry, clean, hard and free 
of any trace of separating agents.

APPLICATION.
Gradually pour the powder into the water stirring 
manually or mechanically until a smooth paste is 
obtained. Let the paste stand for 5 minutes before 
use. For the 25 kg bag: from 10 to 12 litres.
•  SMOOTHING: 1.5 volume of water  

+ 2.5 volumes of powder.
•  FILLING AND STICKING: 1 part water  

+ 2 parts powder.

SUITABLE SURFACES.
Plasterboards, plaster, plaster blocks, concrete, 
cellular concrete, cement coating.

STORAGE.
9 months in a dry place in original unopened pac-
kaging.

SETTING TIME.
2 hours.

DRYING TIME.
8 to 24 hours depending on the amount applied 
and according to the temperature, relative humi-
dity and aeration of the room.

CONSUMPTION.
Variable depending on the thickness applied:  
0.3 kg to 2.5 kg/m² and per coat.

SEMIN UFF
UNIVERSAL FILLER AND FINISH

MULTIPLE FUNCTION UNIVERSAL FILLER

MULTIPLE FUNC-
TION UNIVERSAL 
FILLER
Multiple functions to: 
make plasterboard 
joints, stick plaster-
boards, fill holes and 
cracks, level, rectify 
substrates, smooth.

JU
IN

 2
0

1
9


