
UNIVERSAL FILLER FINISH

DoP n° 3585501091681

EN 12860

2019/02/26

1. Unique identification code of the product-type :

Gypsum based adhesives for gypsum blocks

UNIVERSAL FILLER FINISH

2. Intended uses :

General construction of buildings

3. Manufacturer :

57920 KEDANGE SUR CANNER - FRANCE

Tél : +33 3 82 83 53 57

Fax : +33 3 82 83 93 33

mail@semin.com

www.semin.com

4. Authorised representative :

Not applicable

5. Systems of assessment and verification of constancy of performance :

Systems 3 and 4

6. In the case of the declaration of performance concerning a construction product :

6a. Harmonised standard : EN 12860 : 12/2001

      Notified body : LNE in Trappes (78 France) N° 0071

6b. European evaluation document : Not applicable

      European technical assessment : Not applicable

      Notified body : Not applicable

7. Declared performance :
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UNIVERSAL FILLER FINISH A1  PND

8. Appropriate technical documentation and/or specific technical documentation :

Not applicable

The performance of the product identified in point 1 is in conformity with the declared performance in point 7.

This declaration of performance is issued under the sole responsability of the manufacturer identified in point 3.

PHILIPPE SEMIN (PDG)

2019 02 26 in KEDANGE SUR CANNER

DECLARATION OF PERFORMANCE
n° 3585501091681

Signed for and on behalf of the manufacturer by :

Date and place of issue :

Signature :

SEMIN SAS

1A RUE DE LA GARE
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Essential characteristics EN 

12860 : 12/2001

SEMIN

1A, Rue de la Gare – F-57920 KEDANGE-SUR-CANNER – Tél. 03.82.83.53.57 – Fax : 03.82.83.93.33

www.semin.com – E-mail : mail@semin.com

mailto:mail@semin.com
http://www.semin.com/

