
TECHNICAL DEFINITION.
SEMIN AIRLESS COVER is an indoor coating that can 
be Airless sprayed. 
Ideal for preparing floor supports, wall concrete and for 
renovating droplets or fibreglass cloth before applying 
paint finish.
COMPOSITION AND APPEARANCE.
Acrylic emulsion resin, mineral content, cellulose deriv-
atives, preservation agent and various additives.
The resulting paste is white and its consistency is adapt-
ed to its airless application.
ACCEPTED SUBSTRATES.
• Fair-faced concretes
• Porous concrete
• Plaster boards
• Floor supports
• Old droplets
• Old fibreglass clothes.
COVERING.
The SEMIN AIRLESS GARNISSANT layer can be applied 
with the help of an acrylic or gloss paint.
REFERENCE DOCUMENTS. 
DTU 59.1.
TECHNICAL CHARACTERISTICS.
• Dry extract: 72 %.
• Density: 1.88
• VOC: < 1 g/litre.
ASSOCIATED PRODUCTS.
SEMIN SOUS-COUCHE as an underlayer for plaster 
boards.
PACKAGINGS.
25 kg plastic bags and 25 kg pails.
STORAGE.
6 months away from frost, in original unopened pack-
aging.

PRECAUTIONS DURING USE.
The application and drying temperature must be be-
tween 8 and 35° C. Do not apply to frozen surfaces.
SURFACE PREPARATION.
Surfaces must conform to DTU 59.1 i.e, they must be 
dry, clean, hard, without any traces of parting agent.
The plaster boards need priming.
DRYING TIME.
6 to 24 hours according to the amount applied.
APPLICATION.
SEMIN AIRLESS covering layer is sprayed in two steps: 
the first must be smooth with the help of a 60 cm blade, 
after drying the second one must be smoothed with 
the blade.
The product must be sprayed at about 80 cm from 
the support.
Tip: lift filters before spraying.
QUANTITY.
Variable according to thickness applied 1 kg to 2 kg/m2.
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